
Axially Mounted
Shaft Grounding

Engineered with the most effective solution for 
eliminating shaft voltages and damaging current.

Compatible with EZ Bracket Mounting System.                  

Easy to install on the opposite drive end of motor.

Engineered for superior performance and long brush life.

Proprietary silver graphite brush grade.

Custom solution can be made available. 
                 

Premature motor failure due to worn bearings is becoming more common on electric motor applica-
tions. Induced electrical currents on the motor shaft take the path of least resistance through the motor 
bearings. This current leads to bearing fluting, pitting, and eventual bearing failure. Helwig Carbon’s 
Bearing Protection Kit (BPK)™ Shaft Grounding Solutions provide a low resistance path to ground to 
protect the motor bearings. While traditional shaft grounding solutions are typically mounted radially 
to the motor shaft, Helwig also provides an axially mounted option for convenient and quick installation 
when the drive end of a motor is not easily accessible.

BPK-GA mounted on fan wall

BPK-GA (BPK-G-8001A)

BPK-AXIAL

BRUSH SIZE

Overall Length (OAL):  1.20in
Usable Thread (UT):  0.85in
Head Diameter:  0.875in

Overall Length (OAL):  2.0in
Usable Thread (UT):  1.5in
Head Diameter: 0.5in

KIT SPECIFICATIONS:

Fan Walls & Air Handling

Pump MotorsLarge Frame Motors

Close-Coupled Motors

Pitch Motors

KEY FEATURES:

PROTECTS:

For more information on your 
bearing protection needs, contact 
Helwig Carbon Products:

(p) 800-962-4851
(e) techsquad@helwigcarbon.com
 www.helwigcarbon.com

BPK-GA mounted with EZ-3A Bracket

BPK-AXIALBPK-GA 

0.250in x 0.188in

BRO-421(BPK-G-8001A)
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